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be sounded for at least 20 seconds be-
fore the carbon dioxide is released into
the space. Such systems of not more
than 300 pounds of carbon dioxide shall
also have a similar delayed discharge,
except for those systems for tanks and
for spaces which have a suitable hori-
zontal escape. This paragraph shall be
applicable only to systems installed on
or after July 1, 1957.

(g) All distribution valves and con-
trols shall be of an approved type. All
controls shall be suitably protected.

(h) Complete but simple instructions
for the operation of the systems must
be located in a conspicuous place at or
near all pull boxes, stop valve controls
and in the CO, cylinder storage room.
On systems in which the CO, cylinders
are not within the protected space,
these instructions must also include a
schematic diagram of the system and
instructions detailing alternate meth-
ods of discharging the system should
the manual release or stop valve con-
trols fail to operate. Each control valve
to branch lines must be marked to in-
dicate the related space served.

(i) If the space or enclosure con-
taining the carbon dioxide supply or
controls is to be locked, a key to the
space or enclosure shall be in a break-
glass-type box conspicuously located
adjacent to the opening.

[CGFR 65-50, 30 FR 17001, Dec. 30, 1965, as
amended by CGD 74-100B, 40 FR 6209, Feb. 10,
1975; USCG-1999-6216, 64 FR 53226, Oct. 1, 1999]

§95.15-15 Piping.

(a) The piping, valves, and fittings
shall have a bursting pressure of not
less than 6,000 pounds per square inch.

(b) All piping, in nominal sizes not
over % inch shall be at least Schedule
40 (standard weight) and in nominal
sizes over % inch, shall be at least
Schedule 80 (extra heavy).

(c) All piping, valves, and fittings of
ferrous materials shall be protected in-
side and outside against corrosion un-
less specifically approved otherwise by
the Commandant.

(d) A pressure relief valve or equiva-
lent set to relieve between 2,400 and
2,800 pounds per square inch shall be in-
stalled in the distributing manifold or
such other location as to protect the
piping in the event that all branch line
shut-off valves are closed.
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(e) All dead-end lines shall extend at
least 2 inches beyond the last orifice
and shall be closed with cap or plug.

(f) All piping, valves, and fittings
shall be securely supported, and where
necessary, protected against injury.

(g) Drains and dirt traps shall be
fitted where necessary to prevent the
accumulation of dirt or moisture.
Drains and dirt traps shall be located
in accessible locations where possible.

(h) Piping shall be used for no other
purpose except that it may be incor-
porated with the fire-detecting system.

(i) Piping passing through living
quarters shall not be fitted with drains
or other openings within such spaces.

(j) Installation test requirements are:

(1) Upon completion of the piping in-
stallation, and before the cylinders are
connected, a pressure test shall be ap-
plied as set forth in this paragraph.
Only carbon dioxide or other inert gas
shall be used for this test.

(2) The piping from the cylinders to
the stop valves in the manifold shall be
subjected to a pressure of 1,000 pounds
per square inch. With no additional gas
being introduced to the system, it shall
be demonstrated that the leakage of
the system is such as not to permit a
pressure drop of more than 150 pounds
per square inch per minute for a 2-
minute period.

(3) The individual branch lines to the
various spaces protected shall be sub-
jected to a test similar to that de-
scribed in the preceding paragraph
with the exception that the pressure
used shall be 600 pounds per square
inch in lieu of 1,000 pounds per square
inch. For the purpose of this test, the
distribution piping shall be capped
within the space protected at the first
joint ahead of the nozzles.

(4) In lieu of the tests prescribed in
paragraphs (j) (1) through (3) of this
section, small independent systems
protecting spaces such as emergency
generator rooms, lamp lockers, etc.,
may be tested by blowing out the pip-
ing with air at a pressure of at least 100
pounds per square inch.

§95.15-20 Carbon dioxide storage.

(a) Except as provided in paragraph
(b) of this section, the cylinders shall
be located outside the spaces protected,
and shall not be located in any space



§95.15-25

that might be cut off or made inacces-
sible in the event of a fire in any of the
spaces protected.

(b) Systems of the type indicated in
§95.15-5(d), consisting of not more than
300 pounds of carbon dioxide, may have
the cylinders located within the space
protected. If the cylinder stowage is
within the space protected, the system
shall be arranged in an approved man-
ner to be automatically operated by a
heat actuator within the space in addi-
tion to the regular remote and local
controls.

(c) The space containing the cyl-
inders shall be properly ventilated and
designed to preclude an anticipated
ambient temperature in excess of 130
degrees F.

(d) Cylinders shall be securely fas-
tened and supported, and where nec-
essary, protected against injury.

(e) Cylinders shall be so mounted as
to be readily accessible and capable of
easy removal for recharging and in-
spection. Provisions shall be available
for weighing the cylinders.

(f) Where subject to moisture, cyl-
inders shall be so installed as to pro-
vide a space of at least 2 inches be-
tween the flooring and the bottom of
the cylinders.

(g) Cylinders shall be mounted in an
upright position or inclined not more
than 30 degrees from the vertical. How-
ever, cylinders which are fitted with
flexible or bent siphon tubes may be in-
clined not more than 80 degrees from
the vertical.

(h) Where check valves are not fitted
on each independent cylinder dis-
charge, plugs or caps shall be provided
for closing outlets when cylinders are
removed for inspection or refilling.

(i) All cylinders used for storing car-
bon dioxide must be fabricated, tested,
and marked in accordance with §§147.60
and 147.65 of this chapter.

[CGFR 65-50, 30 FR 17001, Dec. 30, 1965, as
amended by CGD 84-044, 53 FR 7749, Mar. 10,
1988; USCG-1999-6216, 64 FR 53226, Oct. 1, 1999]
§95.15-25 Discharge outlets.

(a) Discharge outlets shall be of an
approved type.
§95.15-30 Alarms.

(a) A protected space must be fitted
with an approved audible alarm if:
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(1) The space is normally accessible
to persons onboard while the vessel is
being navigated; and

(2) Is not a paint locker or similar
small space.

(b) The alarm must:

(1) Sound automatically and audibly
for at least 20 seconds before carbon di-
oxide is discharged into the space;

(2) Be conspicuously and centrally lo-
cated and be marked as required by 46
CFR 97.37-9; and

(3) Use stored gas power provided by
the extinguishing agent, gas from pilot
cylinders, or gas from cylinders specifi-
cally provided to power the alarms.

(c) For systems installed on or after
July 1, 1957, alarms are mandatory only
for systems required to be fitted with a
delayed discharge.

[USCG-2006-24797, 77 FR 33878, Jun. 7, 2012]

§95.15-35

(a) Where mechanical ventilation is
provided for spaces other than cargo
and similar spaces which are protected
by a carbon dioxide extinguishing sys-
tem, provisions shall be made so that
the ventilation system is automati-
cally shut down with the operation of
the system to that space.

(b) Where natural ventilation is pro-
vided for spaces protected by a carbon
dioxide extinguishing system, provi-
sions shall be made for easily and effec-
tively closing off the ventilation.

(c) Means shall be provided for clos-
ing all other openings to the space pro-
tected from outside such space. In this
respect, relatively tight doors, shut-
ters, or dampers shall be provided for
openings in the lower portion of the
space. The construction shall be such
that openings in the upper portion of
the space can be closed off either by
permanently installed means or by the
use of canvas or other material which
is normally carried by the vessel.

Enclosure openings.

§95.15-40 Pressure relief.

(a) Where necessary, relatively tight
compartments such as refrigeration
spaces, paint lockers, etc., shall be pro-
vided with suitable means for relieving
excessive pressure accumulating with-
in the compartment when the carbon
dioxide is injected.



		Superintendent of Documents
	2012-11-29T14:27:02-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




